
S I Z E C O D E

24” x 10’, 030 DBLBEM2410

24” x 25’, 030 DBLBEM2425

24” x 50’, 030 DBLBEM2450

24” x 10’, 025 EPMRBM125

24” x 25’, 025 EPMRBM225

24” x 50’, 025 EPMRBM325

beMagTM is an incredible, high quality 
printable magnetic sheet. 
Save production time by printing directly onto 
this flexible magnet. The high quality printable 
surface brings out the brilliant color of your 
designs and visual images to create high impact 
P.O.P. displays, temporary signage, vehicle 
graphics, message boards and more. beMagTM 
offers a high quality printable magnetic sheeting 
in a variety of thicknesses and widths. 



Product Applications
beMag is a general purpose printable  
magnetic product for signage, screen printing, 
digital imaging and advertising specialty. The 
applications are limitless.

Manufacturing Process
beMag’s unique manufacturing process ensures
that our printable magnetic sheeting is the
absolute smoothest and most printable magnetic
product available.

Standard Laminates
Our standard laminates are compatible with 
most printing methods and inks including solvent 
based inkjet systems, screen-printing inks, 
bulletin colors and cut vinyl application. Like all 
beMag’s products, our exclusive coating system 
eliminates the chance of any delamination. 
beMag is available in matte white.

Weatherability
beMag’s printable magnetic sheeting is the  
best performing product in adverse weather 
conditions and in temperatures from -15ºF to 
160ºF (-26ºC to 71ºC).

Flexibility
At 68ºF (20ºC), beLine’s printable magnetic
sheeting can be coiled to a 1/2” (12.7mm)
radius without cracking. 

Magnetization
beLine’s state-of-the art, multi-pole 
magnetization method provides maximum 
holding power. 

Packaging
beMag’s printable magnetic sheeting comes
standard in heavy gauge corrugated packaging
with a 3” core and suspension system ensuring
maximum protection against damage. 

Clean and Care
Please refer to our Clean and Care Guidelines  
for years of trouble free service.

NOTE:
Please test your specific printing method and
ink for compatibility prior to any production run.
Contact our customer service department with
any questions you may have.

Product Thickness Power

.025” beMag (.635mm) A true .025” thickness plus laminate 85 lbs./ft2

.030” beMag (.75mm) A true .030” thickness plus laminate 100 lbs./ft2

Standard Product Technical Specifications


